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CONVEYOR BELT & EQUIPMENT CHECK LIST

CUSTOMER DETAILS
Customer Name: Contact Number:

Attention: Date of Inspection

Inspected By Brelko Representative

CONVEYOR DIMENSIONS
Belt Number: Material Carried: Belt Speed:

Belt Length: Belt Width : Troughing Angle:

Top Cover Condition: Bottom Cover Condition:

Splice: Yes No Clip Joint: Yes No Cover Strip: Yes No

Conveyor Running Yes No Inspection Tags: Yes No

Edge Damage: Yes No

Comments:

HEAD END / HEAD CHUTE
Chute Condition: Head Pulley Lagging:

Snub Pulley Lagging: Build up:

Belt Movement:

Comments:

IDLER CHECK
Trough Idler Condition: Return Idler Condition:
Troughing Frame 
Condition: Return Frame Condition:

Comments:

PRIMARY SCRAPER
Position Correct: Yes No Type of Primary Scraper installed: 
(Contact of Scraper Blade must be between 10 to 30 degrees, under 
the pulley horizontal line.)
Mounts firmly mounted: Yes No All bolts, nuts tightened: Yes No

Adequate Tensioning: Yes No All Caps, Denso Tape in place: Yes No

Housekeeping:

Chute Material build up:

Blade Wear: Low Medium High Cleaning: Poor Fair Good

Comments:

SECONDARY SCRAPER #1
Type / Model of Secondary Scraper Installed:

Positioning Correct:

(Scraper blade must preferably be a minimum 100mm from pulley tangent.)

All Caps, Denso Tape in Place: Yes No Mounts firmly mounted: Yes No

All Bolts & Nuts Tightened: Yes No Adequate tension/adjustment: Yes No

Angle Correct Set: Yes No Carrier Frame cut to size Yes No

Angle of scraper must be 90 degrees to the conveyor belt, dependant on conditions.

Chute / Material build up: Yes No Housekeeping:

Blade wear: Low Medium High Cleaning: Poor Fair Good

Comments:
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SECONDARY SCRAPER #2
Type / Model of Secondary Scraper Installed:

Positioning Correct:

Scraper blade must preferably be a minimum 100mm from pulley tangent. 

All Caps, Denso Tape in Place: Yes No Mounts firmly mounted: Yes No

All Bolts & Nuts Tightened: Yes No Adequate tension/adjustment: Yes No

Angle Correct Set: Yes No Carrier Frame cut to size Yes No

Angle of scraper must be 90 degrees to the conveyor belt, dependant on conditions.

Chute / Material build up: Yes No Housekeeping:

Blade wear: Low Medium High Cleaning: Poor Fair Good

Comments:

TAKE UP PULLEYS / COUNTERWEIGHT / PLOUGH
Type / Model of Plough Installed:

Are Flat Return Idlers Installed: (In front) Yes No (Behind) Yes No

Any excessive belt movement: Yes No Adequate space for material to fall off of conveyor belt Yes No

Is the Plough firmly mounted: Yes No Is the Safety Chain firmly mounted and correctly adjusted:  Yes No

Is the Plough Free moving: Yes No Is the entire Blade / Nose Piece in contact with the conveyor belt: Yes No

Housekeeping:

Comments:

CONVEYOR BELT TRACKING / ALIGNMENT
Is the Belt Tracking centre: Yes No Are there any Tracking Systems installed: Troughing Return

Is there any visible damage to structure caused by poor belt tracking: Yes No

Conveyor belt length: Are the tracking systems correctly positioned: Yes No

Are the tracking systems firmly mounted: Yes No Are all bolts & nuts tightened: Yes No

Are all Idlers in contact with the Belt - Adequate Tension on the system: Yes No Housekeeping:

Comments:

LOADING / TRANSFER CHUTE
Chute Condition: Poor Fair Good Material loading in centre of conveyor belt:

Dead Boxes: Yes No Deflector Plates: Yes No Drop Heights:

Tail Pulley Condition Good Fair Poor

Comments:

KEYSKIRTING®

Size of Keyskirt®: 1 2 3 4 Length of Keyskirt® Installed :

Positioning of Keyskirt® : Other Product used 
as Skirting Yes No State

Mounting Arrangement Std. Offset Other

All bolts & nuts securely fastened: Yes No Housekeeping:

Comments: 
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FEEDBOOTS
Type of Feedboot installed: Universal Combination Is the system correctly positioned: Yes No

(System to be positioned centrally to the load area.)

Drop Height: Is the system securely mounted: Yes No

All Bolts & Nuts tightened: Yes No Condition of Idlers: Poor Fair Good

Lead in and lead out Idlers in place: Yes No Condition of UHMW Liners: Low Medium High

Housekeeping: 

Comments:

HI - IMPACT SYSTEM
Type of Hi - Impact system installed :

Is the system correctly positioned: Yes No Drop heights:

System to be positioned centrally to the load area.

Is the system securely mounted: Yes No All bolts & nuts tightened: Yes No

Are all Idlers in contact with the belt: Yes No Idler condition: Poor Fair Good

BTA Condition: Poor Fair Good Are chains / D shackles in place & securely fastened: Yes No

All Hardware in Good Condition: Yes No Housekeeping:

Comments: 

AIR CANNONS

Size of Air Cannon Installed:

5ltr Quantity 10ltr Quantity

25ltr Quantity 50ltr Quantity

100ltr Quantity 200ltr Quantity

Is the Air Cannon securely fastened onto the structure: Yes No Is an Air Lance installed: Yes No

Size of the Air Lance: Are the Air Cannons correctly positioned: Yes No

Power supply: Air supply:

Operating system: Single timer PLC Manual push button Sequential

All Bolts & Nuts securely tightened: Yes No All components in good order: Yes No

Distance between Air Cannon & Solenoid Valve: Any Air Leaks in the Pipe Work: No

Is a Water Trap Installed: Yes No Is a Lubricator installed: Yes No

Distance from  Air Cannon: Distance from Air Cannon:

Are the safety / warning signs in place and visible: Yes No Housekeeping:

Comments:

TAIL PULLEY / PLOUGH
Type / Model of Plough Installed:

Are Flat Return Idlers installed: (In front) Yes No (Behind) Yes No

Any excessive belt movement: Yes No Adequate space for material to fall off of conveyor belt: Yes No

Is the Plough firmly mounted: Yes No Is the Safety Chain firmly mounted and correctly adjusted:  Yes No

Is the Plough free moving: Yes No Is the entire Blade / Nose Piece in contact with the conveyor belt: Yes No

Housekeeping:

Comments:
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10.	 Trouble Shooting

Problem Possible Cause Possible Solution

Poor cleaning 
performance

Scraper under-tensioned Adjust to correct pressure - refer installation instructions

Scraper over-tensioned Adjust to correct pressure - refer  installation instruction

Scraper installed in wrong location Verify dimension - refer installation drawing

Scraper blade worn or damaged Replace scraper blade

Rapid Blade Wear

Tension on scraper too high/low Adjust to correct tension - refer installation instruction

Scraper not located correctly Check scraper location for correct dimensions

Blade attack angle incorrect Check scraper location for correct dimensions

Material too abrasive for blade Option: switch to alternate scraper tip grade (contact Brelko for 
available options)

Mechanical splice damaging blade Repair, skive or replace splice

Centre wear on 
blade (smile effect)

Blade smaller than material path Add additional blade to match material path

Tension on scraper too high/low Adjust to correct pressure - refer installation instruction

Unusual wear or 
damage to blade

Mechanical splice damaging blade Repair, skive or replace splice

Belt damaged or ripped Repair or replace belt

Scraper not correctly located Verify dimension - refer installation drawing

Damage to pulley or pulley lagging Repair or replace pulley

Vibration or noise

Scraper not located correctly Verify dimension - refer installation drawing

Blade attack angle incorrect Verify dimension - refer installation drawing

Scraper running on empty belt Use a spray pole when the belt is empty

Scraper tension too high/low Adjust to correct pressure or slight adjust to diminish

Scraper locking bolts not secure Check and tighten all bolts and nuts

Scraper not square to head pulley Verify dimension - refer installation drawing

Material build-up in chute Clean up build-up on scraper and in chute

Scraper being 
pushed away from 
pulley

Scraper tension not set correctly Ensure correct pressure/increase tension slightly

Sticky material is overburdening scraper Increase pressure; add primary (head pulley) scraper

Scraper not set up correctly Confirm location dimensions are equal on both sides


